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GRADING QUANTITIES E %
CUT  2:1 OR AS SPECIFIED IN SOILS REPORT Y
COUNTY OF SAN DIEGO TRACT NO. 5599 o 22
FILL  2:1 OR AS SPECIFIED IN SOILS REPORT. . D 2=
0 980 LEGEND = 2 N .
EXCAVATION: 9,980 C.Y. FILL: , C.Y. . . . O < O
MPORT: 0 County of San Diego, California PROPOSED: 2 283
o> o
CUT MAX_HEIGHT: 14FT FILL MAX HEIGHT: _ 12 FT —R/MW—— — — ——  RIGHT—OF—WAY S (%‘3 o X
—— P — — — ——  PROPERTY BOUNDARY a X
= o (o))
— CENTERLINE S g § o
LEGAL DESCRIPTION s o7 LINE
/&
PARCEL 1: N S/ EASEMENTS
THE WEST 10 ACRES OF LOT 16 IN BLOCK 16 OF THE SUBDIVISION OF THE “S™ TRACT IN RANCHO EL CAJON, \Y\l\}/
IN THE COUNTY OF SAN DIEGO, STATE OF CALIFORNIA, ACCORDING TO MAP THEREOF IN BOOK 170, PAGE 71 \ PEPPER DR TERRACE / i i BUILDING SETBACKS

OF DEEDS, FILED IN THE OFFICE OF THE COUNTY RECORDER OF SAID SAN DIEGO COUNTY. EXCEPTING
THEREFROM PARCELS A AND B DESCRIBED AS FOLLOWS:

PARCEL "A™: SITE

BEGINNING AT THE NORTHWEST CORNER OF SAID LOT 16; THENCE NORTH O DEG 21’ 40" EAST ALONG THE
, s
R
/ <,
%
BROADWAY ™ >

7\
Q) PROPOSED WATER SERVICE
o) PROPOSED SEWER SERVICE

NORTHERLY PROLONGATION OF THE WEST LINE OF SAID LOT, 33 FEET TO THE INTERSECTION WITH THE CENTER
LINE OF PEPPER DRIVE: THENCE ALONG SAID CENTER LINE, SOUTH 89 DEG 53 50" EAST 94.63 FEET TO AN
ANGLE POINT THEREIN; THENCE CONTINUING ALONG SAID CENTER LINE, SOUTH 64 DEG 03’ EAST 104.38 FEET: GREENFIELD | DR
THENCE SOUTH 0 DEG 21’ 40” WEST 512.48 FEET TO POINT "A” THENCE SOUTH 89 DEG 44' EAST 15 FEET:
THENCE SOUTH 0 DEG 21' 40" WEST 160 FEET: THENCE NORTH 89 DEG 44’ WEST 203.75 FEET TO THE WEST
LINE OF SAID LOT: THENCE NORTHERLY ALONG SAID WEST LINE TO LINE TO THE POINT OF BEGINNING.

CcuT / FILL SLOPE
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DAYLIGHT LINE
CUT/FILL LINE
PROPOSED CONTOUR

Ny b~ ~
PARCEL "B’ @ &
COMMENCING AT THE NORTHWEST CORNER OF SAID LOT 16; THENCE NORTH O DEG 21’ 40” EAST ALONG THE — = RETAINING WALL PER C-2, C—-3, C—4
NORTHERLY PROLONGATION OF THE WEST LINE OF SAID LOT 16, 33 FEET TO THE INTERSECTION WITH THE =2 S % PCC BROW DITCH
CENTER LINE OF PEPPER DRIVE; THENCE SOUTH 89 DEG 53’ 50" EAST ALONG SAID CENTER LINE 94.63 FEET = = _
TO AN ANGLE POINT THEREIN; THENCE CONTINUING ALONG SAID CENTER LINE SOUTH 64 DEG 03’ EAST 136.74 » EARTHEN SWALE
FEET TO THE TRUE POINT OF BEGINNING; THENCE CONTINUING ALONG SAID CENTER LINE, SOUTH 64 DEG 03 E S| N L
EAST 268.73 FEET TO THE INTERSECTION WITH THE NORTHERLY PROLONGATION OF THE EAST LINE OF THE A N 2% e e STORM DRAIN PIPE
WEST 10 ACRES OF SAID LOT 16; THENCE SOUTH O DEG 13’ 40" WEST ALONG SAID NORTHERLY PROLONGATION S
AND SAID EAST LINE OF THE WEST 10 ACRES, A DISTANCE OF 325 FEET: THENCE NORTH 89 DEG 44’ WEST £ MADISON | AVE O CURG OUILET FER D=25 S
243.13 FEET TO AN INTERSECTION WITH A LINE WHICH BEARS SOUTH O DEG 21" 40" WEST FROM THE TRUE /@ [] BROOKS BOX o
POINT OF BEGINNING; THENCE NORTH O DEG 21’ 40" EAST 441.17 FEET TO THE POINT OF BEGINNING. ALSO o
EXCEPTING THEREFROM THAT PORTION OF LOT 16 IN BLOCK 16 OF THE SUBDIVISION OF THE "S” TRACT, IN LEABKELEY BMP BASIN %
RANCHO EL CAJON, IN THE COUNTY OF SAN DIEGO, STATE OF CALIFORNIA, ACCORDING TO MAP THEREOF IN %3232323232&5 L
BOOK 170, PAGE 71 OF DEEDS, FILED IN THE OFFICE OF THE COUNTY RECORDER OF SAN DIEGO COUNTY, 97.0
DESCRIBED AS FOLLOWS: o SPOT ELEVATION
BEGINNING AT THE NORTHWEST CORNER OF SAID LOT 16; THENCE NORTH O DEG 21" 40" EAST ALONG THE _
NORTHERLY PROLONGATION OF THE WEST LINE OF SAID LOT, 33.00 FEET TO THE INTERSECTION WITH THE VICINITY MAP PAD =747.0 FAD ELEVATION
CENTER LINE OF PEPPER DRIVE; THENCE ALONG SAID CENTER LINE SOUTH 89 DEG 53’ 50" EAST 94.63 FEET NOT TO SCALE o RIP—RAP PER D40
TO AN ANGLE POINT THEREIN; THENCE CONTINUING ALONG SAID CENTER LINE SOUTH 64 DEG 03’ EAST 104.38 THOMAS BROTHERS 1232 F5 S05050

FEET; THENCE SOUTH 0 DEG 21' 40" WEST 512.48 FEET; THENCE SOUTH 89 DEG 44’ EAST 15.00 FEET;

THENCE SOUTH O DEG 21’ 40” WEST 160.00 FEET; THENCE NORTH 89 DEG 44’ WEST 15.00 FEET TO THE TRUE

POINT OF BEGINNING; THENCE SOUTH O DEG 21’ 40" WEST 98.00 FEET; THENCE NORTH 89 DEG 44’ WEST EXISTING:
188.75 FEET MORE OR LESS TO THE WEST LINE OF SAID LOT; THENCE NORTHERLY ALONG SAID WEST LINE TO
A LINE WHICH BEARS NORTH 89 DEG 44’ WEST FROM THE TRUE POINT OF BEGINNING; THENCE SOUTH 89 DEG

PARCEL 3: PRIVATE ROAD, UTILITY AND INCIDENTAL PURPOSES

AN EASEMENT FOR INGRESS AND EGRESS FOR ROAD AND UTILITY PURPOSES OVER, UNDER, ALONG AND

¢ ! 2 el |ea—— EX WATER SERVICE
| EX FIRE HYDRANT
|

0.5°
ACROSS THOSE PORTIONS OF PARCEL MAP NO. 11467, IN THE COUNTY OF SAN DIEGO, STATE OF CALIFORNIA, | FINISHED ,/—P/POPE/?TY 1INE J0B NO. XX—XX
FILED IN THE OFFICE OF THE COUNTY RECORDER OF SAN DIEGO COUNTY, JULY 9, 1981 AS INSTRUMENT NO. GRADE .
81-216263 OF OFFICIAL RECORDS, WHICH ARE DELINEATED AND DESIGNATED ON SAID PARCEL MAP AS PR CURB & CUTTER PR. AC SURFACE ;
"PROPOSED PRIVATE ROAD EASEMENT” AND "PROPOSED PRIVATE ROAD AND UTILITY EASEMENT”, . | '\ 2% | 20 S |TE AD D R ES S
TERRACE HILL DRIVE

! 2% R
PARCEL 4: / EARTHEN SWALE
AN EASEMENT FOR INGRESS AND EGRESS FOR ROAD AND UTILITY PURPOSES OVER, UNDER, ALONG AND | EL CAJON, CA 92021

44’ EAST 188.75 FEET TO THE TRUE POINT OF BEGINNING. ALSO EXCEPTING THEREFROM THAT PORTION LYING EXIST CONTOUR
WITHIN PARCEL MAP NO. 11467, IN THE COUNTY OF SAN DIEGO, STATE OF CALIFORNIA, FILED IN THE OFFICE EX POWER POLE
OF THE COUNTY RECORDER OF SAN DIEGO COUNTY, JULY 9, 1981 AS INSTRUMENT NO. 81-216263 OF OFFICIAL 40° PRIVATE ROAD EASEMENT
RECORDS. | |
EASEMENTS NOTES = -1 EX SEWER MAIN 9
]
PARCEL 2: ITEM #6 OF TITLE REPORT, AN EASEMENT FOR | ! EX SEWER SERVICE S
AN EASEMENT FOR INGRESS AND EGRESS FOR ROAD PURPOSES OVER THAT PORTION OF EXCEPTION PARCEL A ROAD AND INCIDENTAL PURPOSES | o’ EX WATER MAIN 2
WHICH LIES EAST OF A LINE BEARING SOUTH O DEG 21° 40" WEST FROM POINT "A” ABOVE DESCRIBED. | _— — ' E
ITEM #7 OF TITLE REPORT, AN EASEMENT FOR i o
]
|

ACROSS THOSE PORTIONS OF PARCEL MAP NO. 11467, IN THE COUNTY OF SAN DIEGO, STATE OF CALIFORNIA, ! 10’
FILED IN THE OFFICE OF THE COUNTY RECORDER OF SAN DIEGO COUNTY, JULY 9, 1981 AS INSTRUMENT NO. |<—>|
81-216263 OF OFFICIAL RECORDS, WHICH ARE DELINEATED AND DESIGNATED ON SAID PARCEL MAP AS PR. WATER
"PROPOSED PRIVATE ROAD AND UTILITY EASEMENT", DISCLOSED BY EASEMENT GRANT DEED RECORDED MAY 08, APPLICANT:
2014 AS INSTRUMENT NO. 2014-0187651 OF OFFICIAL RECORDS. PR SEWER
GREG BROWN
APN: 400~ 330-30-00 MAUZY WAY CUL-DE-SAC DRIVE (PRIVATE) TYPICAL EARTHEN SWALE SECTION 265 . WAGNOLA AVENUE
ALL UNITS WITHIN THIS SUBDVISION HAVE A MINIMUM OF 100 NO PARKING TO BE ALLOWED NO SCALE o
SQ. FT. OF SOLAR ACCESS FOR EACH FUTURE DWELLING UNIT - L0
ALLOWED BY THIS SUBDIVISION. 'I L] LO
BENCHMARK GREG BROWN DATE —= > O @©
o
TOP OF CURB ON CURB RETURN AT N/W CORNER OF E - = S
VIA CREST DR. & PEPPER HILL DR. STREET LIGHT STATEMENT: o m — O
RECORDED FROM:_CITY OF EL CAJON VERTICAL CONTROL . O =
ELEV:__741.098 _ DATUM__USC&GS THE SUBDIVIDER INTENDS TO COMPLY WITH, THE STREET LIGHT OWNER: oN X
REQUIREMENTS AS SPECIFIED IN THE COUNTY STANDARDS. THIS X 30" PRIVATE ROAD EASEMENT : > O
SUBDIVISION IS PROPOSING ONLY PRIVATE STREETS. - - SKY TERRACE, LP. < | o
] 25" + ! 1000 PIONEER WAY [ — %
SOURCE OF TOPOGRAPHY (2 . werove> o) | | EL CAION, Ch 9200 < — K .2
FIELD SURVEY RECEIVED JANUARY 12, 2015, PRELIMINARY GRADING NOTE: : ; ' 0] 1 =
THIS PLAN IS PROVIDED TO ALLOW FOR FULL AND ADEQUATE | - - — C
DISCRETIONARY REVIEW OF A PROPOSED DEVELOPMENT PROJECT. I | 25 t—= = E LLl] O ©
THE PROPERTY OWNER ACKNOWLEDGES THAT ACCEPTANCE OR ' GREG BROWN DATE ) = P
APPROVAL OF THIS PLAN DOES NOT CONSTITUTE AN APPROVAL ‘ . <C T =
TO PERFORM ANY GRADING SHOWN HEREON, AND AGREES TO EX. AC BERM EX. AC SURFACE - = <E ) O
OBTAIN VALID GRADING PERMISSIONS BEFORE COMMENCING | 2% I — >,
SUCH ACTIVITY. = w®
| ENGINEER OF WORK =y © 3
NUTE. EX. WATER o | —
PRIOR TO ISSUANCE OF ANY BUILDING PERMIT, A GEOTECHNICAL S5
STUDY SHALL BE SUBMITTED AND APPROVED BY THE DPLU EX. SEWER =
BUILDING DIVISION. THE REPORT SHALL SPECIFY FOUNDATION 8
DESIGNS, WHICH ARE ADEQUATE TO PRECLUDE SUBSTANTIAL
DAMAGE TO THE PROPOSED STRUCTURE DUE TO LIQUEFACTION. TERRACE HILL DRIVE RS ON St o o DATE
THE REVIEW OF THE TECHNICAL STUDY SHALL BE BILLED AT A EXISTING SECTION (PRIVATE RD)

RATE OF TIME AND MATERIALS. " =10

NO PARKING TO BE ALLOWED

SHEET NO.
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TM-5599
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18” AMENDED _SOIL = -
BMP H(FT Hmax (FT) [Hg (FT) [LID (INCHES) | Ag (FT"2) | Abot (FT"2 (=
RISER OUTLET STRUCTURE %ANTE”%FJ%T{ MO (FT) (FT)  He (FT) | LID )} Ag (FT"2) (FT"2) g o
, \ Aop , 1 0.75 300 | 00 n/a 1086 1170 = 2\
! \ A / 3 ! 2 0.50 3.00 1 0.750 1866 1866 o 4
ot | 1| .; V)
| c PN
I \ BASIN TOP ELEV L o
Hmg - o o
__,_.j!_ — @ = T N
BOTTOM OF AMENDED SOIL © < _ O
GRAVEL LAYER _330—
| | L LID INVERT-BOTTOM OF GRAVEL 400-530-40 © 53]
: : EX. POWER POLE S 6 o7
: o LID ORIFICE TO REMAIN ABND. POWER POLE EX. CHAINLINK W 728.0 o 9
ST CROUND | o T0 BE REMOVED EX. POWER POLE FENCE 5" DRAINAGE FENCE BW 726.0 W 728.0 b »n 2 g
BIORETENTION AREA 10 REMAIN EASEMENT TW 735.0 : = o _ o
1 BW 735.0 BW 728.0 > Y ¢+
BIOFILTRATION AREA CROSS SECTION (TYP) | g rg—— g~ —T= I va— _ _ VRN 4P | S S3¢e
NOT TO SCALE -760 \\ = Pt S T3 QJ 507-081-10
EX. CHAINLINK - 756\ 7% A= G 4 & \'\ EX. CHAINLINK 0
FENCE / 5 < :
i i 1% T
e - i , ( < > FENCE
O \ , Y v = 7 | FG 725.0 Ts 5
(ORIFICE NUMBERS AND ELEV. PER Biot = BOX DIMENSION AN i\y | - 5" DRAINAGE /S :f VT < T v
‘ | tot | " EX. LIGHT POLE EASEMENT Vi v - 4 | SR =
TABLE ATTACHED. ALL ORIFICES TO | | \l\ EX. POWER POLE P /‘ y o N N X \ L \ S
BE UNIFORMILY DISTRIBUTED ALONG T —ex DedY poLE T0 BE RELOCATED 10 Bt REMOVED @ 7 \ o / S v NN\ > A 1 ==
ALL FACES OF RISER STRUCTURE.) B TO BE REMOVED N\ By spcaF O d//// 3 / . Yo \ / B o
=5 & NS PAD =780~ "/ s *(\ - /S L 2
; N = 1 O
SLOT INVERT ELEV ' | —_Hs AN N [PAD = 7520] i S % o/ f N = /f 4 / | O
Hiop ' 9 2 HRHEN | [PAD = 739.0 / /0 EX. WOOD
S : .
O O O Fo N 1% @cf’/?(/ // Wk, SWALE (TYF) T - ? sl FENCE
4 il ® / s 4 1
SURFACE ORIFICE INVERT ELEV SURFACE ORIFICE SLOT SPILLWAY . 9 / / Y O Er\> 5 / 1% - %\ / * ’
BASIN | #/DIAM  ELEV(FT) | Bs(IN) Hs(IN) ELEV (FT)| Btot (FT) Htop (FT) AN g 4 ¢ A T T / / / i
> —y 0.5 24 | 2 | 175 8 | 233 % %,\ \/r Y/ ¥ ¥ @ ?ZZZ/A—/'E/}/WP) ]% FiD = 7550 4 507-081-09
-1 Za a Y/ ~ % ! — ) 1T ®
< ® D /
EX. CHAINLINK - Q S/ ESNCM // / PAD = 7450 T / / ,
BIOFILTRATION OUTLET STRUCTURE DETAIL BASIN 2 - SECTION (TYP) Ex & - [PAD = 750.0] SSwwti—mi | | / {@% | 4 ISR
NOT TO SCALE |£|T Wikl ael ) / 4 / ® s 3 -\/Q% | § \l |/ _
| \ 10 : o, ( { % 1;70' /7\ / ~AN\° i ) SR 2 , O
400-330-31 \ ?;‘Z Z/Z_E/‘(/WP) k\\\ 74h e B T [ EARTHEN A 22777 /] R N
L { L —1%- J 2 (6) /s \) — | 7 _§ O S N SWALE (TYF) = = % | K ~] =
e e ® 7 — X | 1% e — TW 734.0 ' S
, \\ —> T = I | — - e L0 W 732.0 ! L]
/ e | s g e | e &
) Y -~ - / 1\9 ¥
v = AN | 0wl | 4 \L[ - " S os
o ) | S f / / [ ki \im = - ////\ // @/T( NNER I' 507-081-08
© a 3 .
\\ i : % //I / / \ O \ % 7\ 4 %/ / ‘\7/0( * \ IQ:\‘
® ® ¢ D MY
s o) o
2q ] J/ , \ | // 4 [PAD = 734.0] '
| [PAD = 745.0] b 16 5 e 7% J/T 5 EX. CHAINLINK
W 742.0 TW 745.5 \ s W [PAD = 744.0] o \ | # EARTHEN . FENCE
BW 737.5 I BW 737.5 TW 745.5 133% ] IR > Y = sy \ SWALE (TYP) ‘
iy < g \ = A~ ' SN ;_/ | :
400-330-33 12" PVC | 19 BW 745.0 N2 s > <\ A V= A ~ Qo O
SD E . <=z \ 7 ———54 N\ | N2 Voo -
! aw A weyer il B S =" N /7 NN / TW 734.0 r A\l
/ EXISTING BLOCK WALL 3 WAL /= = S % AN H N\ 205 \ BW 732.0 : \]
/ TO BE REMOVED / AT FQ- S N y 1
EXIST i, FG 738.0° 7% 3 — “;—;\”\/// 2 > " TW 734.0 — — \ .>@
EXIST. 6” ACP WATER - \ mL i =~ , \ 0% m
CONC. v/ BN _ T = == 36 \ SN BW 732.0 T Nt =
* o 36 L7 R \ { :
400-240-52 / A EXIST. 8" SEWER D/W i i - Wmf J | J/ /l/ |7 L > X/L [ — %7 -
/ x — ‘ === " I e sy T 081 =
/ /) /' TERRACE HILL DRIVE - \ i~ “ 005505W = | T T TR N =rL L 507-081-07 =
R _ - = _ _ ‘ > ’ EXIST. AC | EX. WOOD
AN (PRIVATE ROAD) =+ < ! o / SPILLWAY | '
3 S I TERRACE = HILL DRIVE ST : ~ - | 5 DRAINAGE\— FENCE
fffffff i AL SRR — WATER METER
/ 4 exsT- ST EXIST. ?%\g | EXST ; & I | | = EXIST /ECB I 400-330-68
/ AC - AC D/W CONC. CONC. EXIST. ‘ K
~ / N AC BERM EXIST. SMH ) sy EXIST. CONC i S
~ / D EXIST. WATER IF 73784 WATER D/W - L oEAER S ExisT. TGN
™~ METER (APPROX) METER exst. sco” W E 73874 WATR — = o\C
. (APPROX) METERS N
~ / N EXIST. FIRE HYDRANT \
A) 400-330-25
400-330-26
400-330-27
ch/r / 400-330-22 400-330-28 400-330-66
<0
K 0, /V\ : / xRN
7S S
- / 400-330-67 3
~ zU g
~ < = = C
G
= | (ZD A< ')
a) | < o —
x 400-330-21 Nn— o
3! o ’ < do P
o | o m — e
W O
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| | = =
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CONSTRUCTION NOTES: EASEMENT NOTES < QO <ZE o
PROPOSED TYPE B BROW DITCH PER SDRSD D-75 (L) EXISTING EASEMENT FOR PRIVATE ROAD AND UTILITY PURPOSES, RECORDED SPECIFIC ENVIRONMENTAL CONDITION NOTES = <€ &» g
PROPOSED 6'~6” MAX. MASONRY RETAINING WALL PER SDRSD C-3 JULY 13, 1980 AS INSTRUMENT NO. 80~188627 OF OFFICIAL RECORDS. DURING CONTRUCTION: DOCUMENTATION:  THE APPLICANT SHALL COMPLY WITH THE 0 15 0 10 50 90 =Y w =
PROPOSED BIOFILTRATION BASIN (BMP 2) EXISTING EASEMENT FOR PRIVATE ROAD AND UTILITY PURPOSES, RECORDED (THE FOLLOWING ACTIONS SHALL OCCUR THROUGHOUT THE DURATION OF THE GRADING TEMPORARY CONSTRUCTION NOISE MEASURES OF THIS 1 m O =
JULY 10, 1980 AS INSTRUMENT NO. 80-217047 OF OFFICIAL RECORDS. CONSTRUCTION). CONDITION. LLl @)
PROPOSED BMP CATCH BASIN GP1. TEMPORARY CONSTRUCTION NOISE: [DPW, PDCI] TIMING: THE FOLLOWING ACTIONS SHALL OCCUR THROUGHOUT SCALE: 1" = 30 ' >
(3) PROPOSED DRAINAGE AND MAINTENANCE ACCESS EASEMENT. INTENT: IN ORDER TO MINIMIZE TEMPORARY CONSTRUCTION NOISE FOR GRADING OPERATIONS THE DURATION OF THE GRADING CONSTRUCTION. o LL] —
PROPOSED PRIVATE PVC STORM DRAIN PIPE, SIZE PER PLAN. ASSOCIATED WITH THE PROJECT SUBDIVISION AND TO COMPLY WITH COUNTY NOISE ORDINANCE — MONITORING: THE [DPW, PDCI] SHALL MAKE SURE THAT THE — =
_ @ PROPOSED UTILITY EASEMENT. 36.409. GRADING CONTRACTOR COMPLIES WITH THE CONSTRUCTION -
PROPOSED TYPE A CURB OUTLET PER SDRSD D-25 = D
DESCRIPTION OF REQUIREMENT:  THE PROJECT SHALL COMPLY WITH THE FOLLOWING TEMPORARY — NOISE CONTROL MEASURES OF THIS CONDITION. THE [DPW,
PROPOSED PRIVATE CATCH BASIN (BROOKS BOX) (8) PROPOSED BIORETENTION BASIN EASEMENT. CONSTRUCTION NOISE CONTROL MEASURES: PDCI] SHALL CONTACT THE [PDS, PCC] IF THE APPLICANT ENGINEER OF WORK 8
A. TURN OFF EQUIPMENT WHEN NOT IN USE. FAILS TO COMPLY WITH THIS CONDITION.
PROPOSED PRIVATE TRENCH DRAIN (8) PROPOSED EASEMENT FOR PRIVATE ROAD AND UTILITY PURPOSES. B EQUIPMENT USED IN CONSTRUCTION SHOULD BE MAINTAINED IN PROPER OPERATING
[9] PROPOSED 2'-6” MAX. TYPE ‘C’ GRAVITY WALL PER SDRSD C-9 CONDITION, AND ALL LOADS SHOULD BE PROPERLY SECURED, TO PREVENT RATTLING AND S
) BANGING. =5 RCE ~ 64811
PROPOSED TYPE B CURB INLET WITH 5 OPENING PER SDRSD D-2. C. USE EQUIPMENT WITH EFFECTIVE MUFFLERS BXP 6/30/19
PROPOSED BIORETENTION BASIN (BMP 1) D. MINIMIZE THE USE OF BACK UP ALARM.
E. EQUIPMENT STAGING AREAS SHOULD BE PLACED AT LOCATIONS AWAY FROM NOISE
X  PROPOSED GRINDER & PUMPED SEWER LOT SENSITIVE RECEIVERS. JONATHAN RAAB RYDEEN R.C.E. 64811 DATE SHEET NO.

EXPIRES ON 6/30/19
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EROSION CONTROL NOTES

1.

ALL BUILDING PADS TO BE DIKED AND THE DIKES MAINTAINED TO PREVENT WATER FROM
FLOWING FROM THE PAD UNTIL THE STREETS AND DRIVEWAYS ARE PAVED AND WATER
CAN FLOW FROM THE PADS WITHOUT CAUSING EROSION, OR CONSTRUCT DRAINAGE
FACILITIES TO THE SATISFACTION OF THE COUNTY DEPARTMENT OF PUBLIC WORKS THAT
WILL ALLOW WATER TO DRAIN FROM THE PAD WITHOUT CAUSING EROSION.

TOPS OF ALL SLOPES TO BE DIKED OR TRENCHED TO PREVENT WATER FROM FLOWING
OVER THE CREST OF SLOPES.

MANUFACTURED SLOPES AND PADS SHALL BE ROUNDED VERTICALLY AND HORIZONTALLY
AS APPROPRIATE TO BLEND WITH THE SURROUNDING TOPOGRAPHY.

AS SOON AS CUTS OR EMBANKMENTS ARE COMPLETED, BUT NOT LATER THAN OCTOBER
1 ALL CUT AND FILL SLOPES SHALL BE STABILIZED WITH A HYDROMULCH MIXTURE OR
AN EQUAL TREATMENT APPROVED BY THE COUNTY DEPARTMENT OF PUBLIC WORKS
BETWEEN OCTOBER 1 AND APRIL 15. APPROVED SLOPE PROTECTION MEASURES SHALL
PROCEED IMMEDIATELY BEHIND THE EXPOSURE OF CUT SLOPES AND/OR THE CREATION
OF EMBANKMENT SLOPES.

CATCH BASINS, DESILTING BASINS AND STORM DRAIN SYSTEM SHALL BE INSTALLED TO
THE SATISFACTION OF THE COUNTY DEPARTMENT OF PUBLIC WORKS.

SAND BAG CHECK DAMS TO BE PLACED IN A MANNER APPROVED BY THE COUNTY
DEPARTMENT OF PUBLIC WORKS IN UNPAVED STREETS WITH GRADIENTS IN EXCESS OF
2% AND ON OR IN OTHER GRADED OR EXCAVATED AREAS AS REQUIRED BY THE COUNTY
DEPARTMENT OF PUBLIC WORKS.

THE DEVELOPER TO MAINTAIN THE PLANTING AND EROSION CONTROL MEASURES DES—
CRIBED ABOVE UNTIL RELIEVED OF THE SAME BY THE COUNTY DEPARTMENT OF PUBLIC
WORKS. THE DEVELOPER TO REMOVE ALL SOIL INTERCEPTED BY THE SAND BAGS, CATCH
BASINS AND DESILTING BASINS AND KEEP THESE FACILITIES CLEAN AND FREE OF SILT
AND SAND AS DIRECTED BY THE COUNTY DEPARTMENT OF PUBLIC WORKS. THE DEVE-
LOPER SHALL REPAIR ANY ERODED SLOPES AS DIRECTED BY THE COUNTY DEPARTMENT
OF PUBLIC WORKS.

SILTATION AND SEDIMENT CONTROL

MEASURES NOTES

1.

10.

11.

12.

THE SEDIMENT BASINS SHALL BE PROVIDED AT THE LOWER END OF EVERY DRAINAGE
AREA PRODUCING SEDIMENT RUNOFF. THE BASINS SHALL BE MAINTAINED AND
CLEANED TO DESIGN CONTOURS AFTER EVERY RUNOFF PRODUCING STORM. THE
BASINS SHOULD BE SEMI-PERMANENT STRUCTURES THAT WOULD REMAIN UNTIL SOIL
STABILIZING VEGETATION HAS BECOME WELL ESTABLISHED ON ALL ERODIBLE SLOPES.

SEDIMENTATION BASINS MAY NOT BE REMOVED OR MADE INOPERATIVE WITHOUT PRIOR
APPROVAL OF THE COUNTY ENGINEER.

SEWER OR STORM DRAIN TRENCHES THAT ARE CUT THROUGH BASIN DIKES OR BASIN
INLET DIKES SHALL BE PLUGGED WITH SANDBAGS FROM TOP OF PIPE TO TOP OF DIKE.

ALL UTILITY TRENCHES SHALL BE BLOCKED AT THE PRESCRIBED INTERVALS WITH A
DOUBLE ROW OF SANDBAGS WITH A TOP ELEVATION TWO SANDBAGS BELOW THE GRADED
SURFACE OF THE STREET. SANDBAGS ARE TO BE PLACED WITH LAPPED COURSES. THE
INTERVALS PRESCRIBED BETWEEN SANDBAG BLOCKING SHALL DEPEND ON THE SLOPE OF
THE GROUND SURFACE BUT NOT TO EXCEED THE FOLLOWING:

GRADE OF THE STREET INTERVAL
LESS THAN 2% AS REQUIRED
2% 10 4% 100 FEET
4% 10 10% 50 FEET
OVER 10% 25 FEET

AFTER SEWER UTILITY TRENCHES ARE BACKFILLED AND COMPACTED, THE SURFACES
OVER SUCH TRENCHES SHALL BE MOUNDED SLIGHTLY TO PREVENT CHANNELING OF
WATER IN THE TRENCH AREA. CARE SHOULD BE EXERCISED TO PROVIDE FOR CROSS
FLOW AT FREQUENT INTERVALS WHERE TRENCHES ARE NOT ON THE CENTERLINE OF A
CROWNED STREET.

ALL BUILDING PADS SHOULD BE SLOPED TOWARDS THE DRIVEWAYS AND VELOCITY CHECK

DAMS PROVIDED AT THE BASE OF ALL DRIVEWAYS DRAINING INTO THE STREET.

PROVIDE VELOCITY CHECK DAMS IN ALL UNPAVED GRADED CHANNELS AT THE INTERVALS

INDICATED BELOW.

GRADE OF CHANNEL INTERVALS BETWEEN CHECK DAMS

LESS THAN 3% 100 FEET
3% 10 6% 50 FEET
OVER 6% 25 FEET

PROVIDE VELOCITY CHECK DAMS IN ALL PAVED STREET AREAS ACCORDING TO RECOM—
MENDED CRITERIA INDICATED ON THE ENCLOSED GRAPH ENTITLED "SANDBAG BARRIER
SPACING FOR EROSION CONTROL IN GRADED STREETS”. VELOCITY CHECK DAMS MAY BE
CONSTRUCTED OF SANDBAGS, TIMBAR, OR OTHER EROSION RESISTANT MATERIALS
APPROVED BY THE COUNTY ENGINEER, AND SHALL EXTEND COMPLETELY ACROSS THE
STREET OR CHANNEL AT RIGHT ANGLES TO THE CENTERLINE. VELOCITY CHECK DAMS
MAY ALSO SERVE AS SEDIMENT TRAPS.

PROVIDE A SANDBAG SILT BASIN OR TRAP BY EVERY STORM DRAIN INLET TO PREVENT
SEDIMENT FROM ENTERING DRAIN SYSTEM.

SANDBAGS AND FILL MATERIAL SHALL BE STOCKPILED AT INTERVALS, READY FOR USE
WHEN REQUIRED.

ALL EROSION CONTROL DEVICES WITHIN THE DEVELOPMENT SHOULD BE MAINTAINED
DURING AND AFTER EVERY RUNOFF PRODUCING STORM, IF POSSIBLE, MAINTENANCE
CREWS WOULD BE REQUIRED TO HAVE ACCESS TO ALL AREAS.

PROVIDE ROCK RIPRAP ON CURVES AND STEEP DROPS IN ALL EROSION PRONE
DRAINAGE CHANNELS DOWNSTREAM FROM THE DEVELOPMENT. THIS PROTECTION WOULD
REDUCE EROSION CAUSED BY THE INCREASED FLOWS THAT MAY BE ANTICIPATED FROM
DENUDED SLOPES, OR FROM IMPERVIOUS SURFACES.

13. ANY PROPOSED ALTERNATE CONTROL MEASURES MUST BE APPROVED IN ADVANCE BY

ALL RESPONSIBLE AGENCIES: I.E., COUNTY ENGINEER, DEPARTMENT OF SANITATION AND
FLOOD CONTROL, OFFICE OF ENVIRONMENTAL MANAGEMENT, ETC.
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1. SET POSTS AND EXCAVATE A 4 BY 4 2. STAPLE WIRE FENCING TO
IN (10 BY 10 CM) TRENCH UP POSTS.
SLOPE FROM AND ALONG THE
LINE OF POSTS.
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STORMWATER PROTECTION NOTES

JONATHAN RAAB RYDEEN
EXPIRES ON 6/30/19

R.C.E. 64811

DATE

DURING THE RAINY SEASON THE AMOUNT OF EXPOSED SOIL ALLOWED AT ONE TIME SHALL
NOT EXCEED THAT WHICH CAN BE ADEQUATELY PROTECTED BY THE PROPERTY OWNER IN
THE EVENT OF A RAINSTORM. 125% OF ALL SUPPLIES NEEDED FOR BMP MEASURES
SHALL BE RETAINED ON THE JOB SITE IN A MANNER THAT ALLOWS FULL DEPLOYMENT
AND COMPLETE INSTALLATION IN 48 HOURS OR LESS OF A FORECAST RAIN.

NO AREA BEING DISTURBED SHALL EXCEED 50 ACRES AT ANY GIVEN TIME WITHOUT

. DEMOSTRATING TO THE SAN DIEGO COUNTY DPW DIRECTOR’S SATISFACTION THAT

ADEQUATE EROSION AND SEDIMENT CONTROL CAN BE MAINTAINED. ANY DISTURBED AREA
THAT IS NOT ACTIVELY GRADED FOR 15 DAYS MUST BE FULLY PROTECTED FROM
EROSION.  UNTIL ADEQUATE LON—-TERM PROTECTIONS ARE INSTALLED, THE DISTURBED
AREA SHALL BE INCLUDED WHEN CALCULATING THE ACTIVE DISTURBANCE AREA. ALL
EROSION CONTROL MEASURES SHALL REMAIN INSTALLED AND MAINTAINED DURING ANY
INACTIVE PERIOD.

THE PROPERTY OWNER IS OBLIGATED TO INSURE COMPLIANCE WITH ALL APPLICABLE

. STORMWATER REGULATIONS AT ALL TIMES. THE BMP’S (BEST MANAGEMENT PRACTICES)

THAT HAVE BEEN INCORPORATED INTO THIS PLAN SHALL BE IMPLEMENTED AND
MAINTAINED TO EFFECTIVELY PREVENT THE POTENTIALLY NEGATIVE IMPACTS OF THIS
PROJECT'S CONSTRUCTION ACTIVITIES ON STORMWATER QUALITY. THE MAINTENANCE OF
THE BMP’S IS THE PERMITTEE'S RESPONSIBILITY, AND FAILURE TO PROPERLY INSTALL OR
MAINTAIN THE BMP’S MAY RESULT IN ENFORCEMENT ACTION BY THE COUNTY OF SAN
DIEGO OR OTHERS. IF INSTALLED BMP'S FAIL, THEY MUST BE REPAIRED OR REPLACED
WITH AN ACCEPTABLE ALTERNATE WITHIN 24 HOURS, OR AS SOON AS SAFE TO DO SO.

ON PROJECTS OF GREATER THAN 1 ACRE ADD THE FOLLOWING NOTE: A NOTICE OF

. INTENT (NOI) HAS BEEN, OR WILL BE FILED WITH THE STATE WATER RESOURCES

CONTROL BOARD (SWRCB) AND THAT A STORMWATER POLLUTION PREVENTION PLAN
(SWPPP) HAS BEEN OR WILL BE PREPARED IN ACCORDANCE WITH THE REQUIREMENTS
OF CALIFORNIA GENERAL PERMIT FOR STORMWATER DISCHARGES ASSOCIATED WITH
CONSTRUCTION ACTIVITY (PERMIT NO. CAS000002) FOR ALL OPERATIONS ASSOCIATED
WITH THESE PLANS. THE NOI NUMBER ASSIGNED BY SWRCB FOR THIS PROJECT IS
[WDID#] [ALTERNATIVE: NOT YET ASSIGNED, BUT WILL BE PROVIDED BEFORE A PERMIT IS
ISSUED] THE PERMITTEE SHALL KEEP A COPY OF THE SWPPP ON SITE AND AVAILABLE
FOR REVIEW BY COUNTY.
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J. ATTACH THE FILTER FABRIC TO THE
WIRE FENCE AND EXTEND IT INTO THE
TRENCH.
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SILT FENCE (SC-1)
NOT TO SCALE
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_— PROPOSED DRAINAGE
INLET

/ 6” CURB

0& C O HC X D/\
GRAVEL BAGS OVERLAP
ONTO DIKE M) Fo‘
W,
N
(_ EACH
o~ () SIDE
— 3 FT (0.9 M) MIN. -
—_— () 2
RUNOFF ©ly
(Al
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GAP BETWEEN BAGS ACTS THREE LAYERS OF GRAVEL BAGS WITH %@ YO DO HC

AS SPILLWAY ENDS OVERLAPPED

GRAVEL BAGS (SC-6, SC-8)
NOT TO SCALE

> B

LEAVE 3” OPENING
TOP ROW (TYP.)

STORM DRAIN INLET PROTECTION (SC-10)

NOT TO SCALE

12" MIN, UNLESS OTHERWISE
SPECIFIED BY A SOILS

EXITING PAVED ROADWAY

<

N\

MATCH
EX. GRADE

-——OR FOUR TIMES THE CIRCUMFERENCE OF THE ———®

TM-5599

ITEM CALTRANS # SYMBOL
RIPRAP ENERGY DISSIPATOR SS—10
SILT FENCE SE—1
STORM DRAIN INLET SE_10 :DC%
PROTECTION = O
GRAVEL BAGS SE—6, SE-8 oo
DRAINAGE SWALE — -
CHECK DAMS SC—4 m
STABILIZED CONSTRUCTION TC—1
ENTRANCE
FIBER ROLL: SE—5  FR— FR—
MATERIAL DELIVERY & STORAGE: WM—1 WM—1
STOCKPILE MANAGEMENT: WM—3 WN—3
SPILL PREVENTION AND CONTROL: WM—4 WM—4
SOLID WASTE MANAGEMENT: WM—5
HAZARDOUS WASTE MANAGEMENT: WM—6 WM—6
CONCRETE WASTE MANAGEMENT: WM—8
SANITARY WASTE MANAGEMENT: WM—9
WATER CONSERVATION PRACTICES: NS—1 NS—1
DEWATERING OPERATIONS: NS—2
PAVING AND GRINDING OPERATIONS: NS—3
VEHICLE AND EQUIPMENT MAINT. NS—10 NS—10
STREET SWEEPING AND VACUUMING: SE-7
HYDRAULIC MULCH: SS—3
HYDROSEEDING: SS—4 SS—4
PAD STABILIZATION: SS-5
STRAW MULCH: SS—6 SS—6
CRUSHED AGGREGATE GREATER THAN 3,
ENGINEER BUT SMALLER THAN 6”.
/F/L TER FABRIC
ORIGINAL
SECTION B—B RACE
NO SCALE

| | WIDTH AS REQD
TO ACCOMMODATE

| | ANTICIPATED

TRAFFIC.

|

|
\_TEMPORARY PIPE —B

CULVERT AS NEEDED
50" MIN

THE LARGEST CONSTRUCTION VEHICLE TIRE,
WHICHEVER IS GREATER.

NOTE:
CONSTRUCTION SEDIMENT BARRIER AND CHANNELIZE
RUNOFF TO SEDIMENT TRAPPING DEWVICE.

STABILIZED CONSTRUCTION ENTRANCE (TC-1)

NOT TO SCALE

3” OPENING IN
TOP ROW (TYP.)

2 GRAVEL BAGS HIGH (12" MIN.)

FINISH SURFACE

M

il@

\

UNDERCUT ROADBED

\\ 3" P.V.C. DRAIN (TEMP.) PLUG
] W/ P.V.C. CAP AT TIME OF PAVING

SECTION B-B
NOT TO SCALE

NOTES:
1. PRIOR TO FINAL GRADING INSPECTION, CLEAN ALL EXIST. P.C.C. DITCHES AND
REPAIR AS REQUIRED BY COUNTY INSPECTOR.

(619)232-9210 Fax

(619)232-9200
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San Diego, CA 92101

2442 Second Avenue

Consultants, Inc.

DESCRIPTION

REVISIONS

JOB NO. XX—XX
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